
 

 

STATE OF NEBRASKA 
DEPARTMENT OF ROADS 

ADDENDUM NO. 1 
PROJECT NO. STPD-89-2(108)  

CONTROL NO. 70727  
CALL NO. 700  

DANBURY WEST 
LETTING DATE:  JANUARY 17, 2013 

 
On page 52 of the Special Provisions, the provision titled SPECIAL PROSECUTION 

AND PROGRESS (GUARDRAIL PROTECTION) is void. 
 
                                                           * * * * * 
 
The Special Provisions are amended to include the following: 
 

BRIDGE END PROTECTION 
(D-2-0307) 

 
When the plans call for guardrail to be removed at the approach to a bridge, the 

Contractor shall install Type III barricades to warn the traveling public of the unprotected bridge 
ends.  Three Type III barricades shall be installed on the right side at 50-foot (15 meter) centers 
with the first barricade placed at the unprotected end.  The third barricade shall have a Type "A" 
warning light.  In addition, one Type III barricade will be placed at the unprotected bridge end on 
the left side.  All Type III barricades shall be double sided. 
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                                                       ORIGINAL SIGNED BY CLAUDE OIE 
 
 
            Claude Oie 
            Construction Engineer 
 
Issued:  December 27, 2012 
 
CO:700AD101 
 
NOTICE:  Only the contractors issued bidding proposals receive this addendum and 
responsibility for notifying any potential subcontractors or suppliers remains with the contractor. 

 


